
audio technologies

A H�gher Sound Qual�ty

Beeses:  Elevate Your Sound Exper�ence 
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Amf�de kullanılan pas�f komponentler ve yarı �letkenler, uzun süren AR-GE çalışmalarının sonucunda özenle seç�lm�şt�r. Bu b�leşenler, sektörün önde gelen üret�c�ler� tarafından üret�len en
yüksek kal�te ürünlerd�r. Bu t�t�z seç�m sürec�, ses s�stemler�n�n mükemmel performansını sağlamak ve en �y� ses deney�m�n� sunmak �ç�n uygulanmıştır.

Amf�de güç kaynağı ve ses katı arasında ekranlama, ses s�nyaller�n�n güç kaynağından gelen gürültülerden korunmasını sağlar. Bu, ses kal�tes�n� �y�leşt�rmeye yardımcı olur.

Güç kaynağı, amf�n�n ses s�nyal�n� üretmek �ç�n gereken gücü sağlar. Ancak, güç kaynağı, aynı zamanda, gürültü de üreteb�l�r. Bu gürültü, ses s�nyal�ne karışarak ses kal�tes�n� bozab�l�r.

Ekranlama, güç kaynağı ve ses katını b�r metal levha �le ayırarak bu sorunu çözer. Bu metal levha, ses s�nyal�n� güç kaynağından gelen gürültülerden korur.

Ekranlama, amf�n�n tasarımı sırasında yapılır. Amf�n�n güç kaynağı ve ses katı, metal b�r levha �le ayrılır. 

Ekranlama, amf�n�n ses kal�tes�n� �y�leşt�rmen�n öneml� b�r yoludur. İy� ekranlanmış b�r amf�, daha tem�z ve daha berrak b�r ses üretecekt�r.



🎵  Müz�ğ� Doğallığıyla Yaşayın: Petek Model Amf�,
ses� en doğal ve yalın hal�yle sunar. Müz�ğ� olduğu
g�b� duymak �st�yorsanız, bu amf�y� terc�h etmel�s�n�z.
H�çb�r aşırılık, h�çb�r renklend�rme yok, sadece saf ses!

🔊Net ve Doğal Ses Performansı: Petek Model Amf�,
ses� h�çb�r detayı kaybetmeden �letmek �ç�n
tasarlanmıştır. Müz�ğ� olduğu g�b� duyarak her notayı
ayrı ayrı hayranlıkla d�nleyeb�l�rs�n�z.

💼 Sadel�k ve Kolay Kullanım: Petek Model Amf�,
karmaşık ayarlarla uğraşmadan sadece müz�ğ�n�z�
d�nlemey� kolaylaştırır. Sadel�k ve kullanım kolaylığı
�ç�n terc�h ed�len b�r seçenekt�r.

🎨  Zar�f ve M�n�mal Tasarım: Şık ve m�n�mal tasarımı,
aracınızın �ç mekanına mükemmel b�r şek�lde uyum
sağlar. Teknoloj� �le zarafet� b�r araya get�r�r.
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GAİN (KAZANÇ):Amfide "gain," sesin yükseltilip azaltılması
için kullanılan bir kontrol parametresidir. 
  Hoparlörünüzün teknik parametrelerine göre kazancı
ayarlayınız. Kazancı fazla açmanız durumunda hoparlörünüz
zarar görebilir.

40A SİGORTA: Amfideki 40A sigorta, aşırı akım veya aşırı
yüklenmeye karşı koruma sağlayan bir güvenlik ekipmanıdır.
Eğer amfi anormal bir elektrik yükü veya kısa devre gibi tehlikeli
durumlarla karşılaşırsa, sigorta bu durumları engellemek veya
sınırlamak için çalışır. Bu şekilde amfinin ve bağlı ekipmanların
güvenliğini sağlar.

GND: Şase bağlantısı (Batarya negatif terminali veya aracın
metal gövdesi).

+ 12 V: +12V Güç çıkış kablosu için batarya pozitif terminal
bağlantısı.

Amfi hoparlör terminallerinin altın kaplamalı olması, daha iyi
elektrik iletimi sağlar. Altının mükemmel iletkenliği, düşük direnç
ve daha net ses kalitesi sunar. Aynı zamanda oksidasyonu
engeller, dayanıklılığı artırır ve ses sistemlerinin performansını
yükseltir. Bu, üstün ses deneyimi sağlar.

Remote (Rem): Remote kablo, genellikle mavi bir renkte olur
ve amplifikatörün uzaktan açma veya kapama sinyali almasını
sağlar. Ayrıca "REM" veya "REMOTE" etiketleriyle işaretlenmiş
olabilir. Bu kablo, araç stereo sistemi kurulurken veya bir
amplifikatör montajlanırken kullanılır.

Petek Amfide kullanılan altın kaplamalı RCA bağlantıları,
üstün iletim sağlar. Altının mükemmel iletkenliği, daha temiz
ve net ses aktarımına katkıda bulunur. Aynı zamanda
oksitlenmeyi ve paslanmayı önler, böylece bağlantıların uzun
süre dayanıklılığını sürdürmesini sağlar. Altın kaplamalı RCA
bağlantıları, ses sistemlerinin performansını artırarak daha
yüksek kalitede ses deneyimi sunar.
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2 Adet 20 amperl�k s�gorta (Toplam 40A), elektr�k
devreler�nde aşırı akımı engelleyen b�r güvenl�k c�hazıdır.

GND veya "-" elektr�k devreler�nde sıfır voltaj veya şase
referansını tems�l eden semboldür.

Remote kablo, genell�kle mav� b�r renkte olur ve ampl�f�katörün
uzaktan açma veya kapama s�nyal� almasını sağlar. Ayrıca
"REM" veya "REMOTE" et�ketler�yle �şaretlenm�ş olab�l�r. Bu
kablo, araç stereo s�stem� kurulurken veya b�r ampl�f�katör
montajlanırken kullanılır.

+12V, b�r elektr�k devres�ndek� poz�t�f 12 volt ger�l�m� �fade
eder. Bu ger�l�m sev�yes�, b�rçok elektron�k c�haz ve
uygulama �ç�n kullanılır.

+ 12 V

+ 12 V

GND / -

GND / -

40 A
Sigorta

20 A
Sigorta

20 A
Sigorta

REM

REM
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Amf�de potans, ses düzey�n� ayarlamak �ç�n kullanılan b�r
kontrol düğmes�d�r. D�nley�c�ler�n ses sev�yeler�n� �sted�kler�
şek�lde ayarlamalarına olanak tanır. Bu sayede ses s�stem�,
farklı sürücülerde (dr�verlarda) ve kullanıcı terc�hler�ne göre
opt�m�ze ed�leb�l�r.

Amf� çıkışındak� hoparlör term�naller�, ses s�nyaller�n�
hoparlörlere �leten bağlantı noktalarıdır.

Hoparlör term�naller�n� doğru şek�lde bağladığınızdan
em�n olun, çünkü yanlış bağlantılar ses kal�tes�n�
etk�leyeb�l�r ve ek�pmanınıza zarar vereb�l�r. Bağlantıları
d�kkatl�ce yaparak daha �y� b�r ses deney�m� elde
edeb�l�rs�n�z.
M�n�mum empedans 2 ohm dur

RCA (Rad�o Corporat�on of Amer�ca): Kaynak
s�nyal�n�n sağ RCA soket�n� buraya takınız.
  RCA soketler�n� ters bağlamanız durumunda
kanallar ters olacaktır lütfen doğru bağladığınızdan
em�n olunuz.
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SAĞ KANAL HOPARLÖR 

SOL KANAL
POTANS

SOL KANAL HOPARLÖR

SAĞ KANAL
RCA GİRİŞ

SAĞ KANAL
POTANS

SOL KANAL
RCA GİRİŞ

Minimum empedans 2 Ohm

RCA GİRİŞPOTANS
(GAİN)

HOPARLÖR

2-Kanal Akt�f/Koaks�yel S�stem
 Uygulaması
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2 Kanallı Pas�f S�stem
 Uygulaması

SOL KANAL PASİF KURULUM SAĞ KANAL PASİF KURULUM

SOL KANAL
POTANS

SAĞ KANAL
RCA GİRİŞ

SOL KANAL
RCA GİRİŞ

SAĞ KANAL 
POTANS

Minimum empedans 2 Ohm
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C�hazın, bağlandığında en düşük �z�n ver�len hoparlör d�renc�n�n 2
Ohm, en yüksek �se 8 Ohm dur. Hoparlörler� veya ampl�f�katörler� b�r
s�stemde kullanmadan önce empedans uyumluluğunu kontrol etmek
öneml�d�r.
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Şase (s�yah) kabloyu, amf� üzer�ndek� negat�f (–)
şase bağlantısına bağlayın. 

RCA kablosunu amf�ye bağlayın. RCA kablosu
genell�kle ses kaynağından (örneğ�n, b�r radyo
veya teyp ün�tes�) amf�ye ses s�nyal� taşır.
Genell�kle "RCA G�r�ş�" olarak �şaretlenm�ş b�r
bağlantı noktası vardır.

Remote kablosunu amf�ye bağlayın. Remote
kablosu, amf�y� açmak veya kapatmak �ç�n
kullanılır. Genell�kle "Remote G�r�ş�" olarak
�şaretlenm�ş b�r bağlantı noktası bulunur.

Kırmızı (+12V) kabloyu, amf� üzer�ndek� poz�t�f (+) 12
volt güç bağlantısına bağlayın.

Hoparlörler� amf� çıkışlarına bağlayın. Hoparlörler,
amf� tarafından sürüleceğ� �ç�n hoparlör bağlantıları
çok öneml�d�r. Her hoparlörün poz�t�f (+) ve negat�f (–)
term�naller� vardır. Bunları doğru şek�lde eşleşt�rerek
bağlamalısınız.

Bağlantıları yaparken her zaman c�hazların güç
kaynağını kes�n ve d�kkatl� olun. Ayrıca, her
bağlantıyı doğru şek�lde yapmak �ç�n c�hazların
kullanım kılavuzlarına başvurmalısınız.
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Sınıf AB (B�as A)

8 - 54.000 Hz

Ağırlık

G�r�ş Hassas�yet�

Ampl�f�katör Teknoloj�s�

Boyutlar (E x B x Y)

Çıkış Gücü  12,8V

Çıkış Gücü  14,4V

Çalışma Voltajı

THD

Frekans tepk�s�

TEKNİK ÖZELLİKLER

1750 gr

6-0.3V

135 x 210 x 45 mm

@ 4 Ohm:2 x 78 Watt

@ 4 Ohm:2 x 90 Watt

@ 2 Ohm:2 x 116 Watt

@ 2 Ohm:2 x 132 Watt

10-16 V

%0.01

DEĞERLER

CLASS AB AMPLIFIERCLASS AB AMPLIFIER
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Pass�ve components and sem�conductors used �n the ampl�f�er have been carefully selected after extens�ve R&D efforts. These components are the h�ghest qual�ty products
manufactured by lead�ng �ndustry manufacturers. Th�s met�culous select�on process has been �mplemented to ensure the excellent performance of aud�o systems and to prov�de the best
aud�o exper�ence.

Sh�eld�ng between the ampl�f�er's power supply and aud�o stage helps protect aud�o s�gnals from no�se generated by the power supply. Th�s helps �mprove sound qual�ty.

The power supply prov�des the power requ�red to generate the ampl�f�er's aud�o s�gnal. However, the power supply can also generate no�se. Th�s no�se can �nterfere w�th the aud�o s�gnal
and degrade sound qual�ty.

Sh�eld�ng addresses th�s �ssue by us�ng a metal plate to separate the power supply from the aud�o stage. Th�s metal plate protects the aud�o s�gnal from no�se generated by the power
supply.

Sh�eld�ng �s �mplemented dur�ng the ampl�f�er's des�gn phase. The power supply and aud�o stage of the ampl�f�er are separated by a metal plate.

Sh�eld�ng �s an �mportant way to �mprove the aud�o qual�ty of the ampl�f�er. A well-sh�elded ampl�f�er w�ll produce a cleaner and clearer sound.

EN



🎵  Exper�ence Mus�c w�th Naturalness: The
Honeycomb Model Amp del�vers sound �n �ts
most natural and pure form. If you want to
hear mus�c just as �t �s, you should choose
th�s amp. There �s no exaggerat�on, no
color�ng, just pure sound!

🔊 Clear and Natural Sound Performance:
The Honeycomb Model Amp �s des�gned to
transm�t sound w�thout los�ng any deta�ls.
You can l�sten to every note w�th adm�rat�on,
exper�enc�ng the mus�c exactly as �t �s.

💼 S�mpl�c�ty and Ease of Use: The
Honeycomb Model Amp makes l�sten�ng to
your mus�c eas�er w�thout deal�ng w�th
complex sett�ngs. It's a preferred cho�ce for
s�mpl�c�ty and user-fr�endl�ness.

🎨  Elegant and M�n�mal Des�gn: Its styl�sh
and m�n�mal des�gn perfectly complements
your veh�cle's �nter�or. It comb�nes
technology w�th elegance.
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GAIN: In the ampl�f�er, "ga�n" �s a control parameter used to
�ncrease or decrease the sound. Ga�n �s used to adjust the
level of the aud�o s�gnal and can be used to output or expand
the sound.

40A FUSE: The 40A fuse �n the ampl�f�er �s a safety dev�ce
that prov�des protect�on aga�nst overcurrent or overload. If
the ampl�f�er encounters dangerous s�tuat�ons such as an
abnormal electr�cal load or short c�rcu�t, the fuse operates to
prevent or l�m�t these s�tuat�ons. In th�s way, �t ensures the
safety of the ampl�f�er and connected equ�pment.

RCA : Insert the r�ght RCA socket of the source s�gnal here.
     If you connect the RCA sockets �n reverse, the channels
w�ll be reversed. Please make sure you connect them
correctly.

GND: Ground connect�on (Battery negat�ve term�nal or metal
body of the veh�cle).

+12 V: Battery pos�t�ve term�nal connect�on for +12V Power
output cable.

SPEAKER OUTPUT: The speaker output on an ampl�f�er �s a
port used to transm�t the ampl�f�er's processed aud�o s�gnals
to the speakers. The ampl�f�er ampl�f�es the sound by strongly
transm�tt�ng the aud�o s�gnals to the speakers through th�s
output and outputs the sound through the speakers. Speaker
outputs may often �nclude screw connect�on term�nals or
jacks for attach�ng speaker cable. These outputs are where
the aud�o system ampl�f�es the sound and makes �t aud�ble
through the speakers.

Remote (Rem): The remote cable �s usually blue �n color and
allows the ampl�f�er to rece�ve a remote on or off s�gnal. It
may also be marked w�th the labels "REM" or "REMOTE".
Th�s cable �s used when �nstall�ng a car stereo or mount�ng
an ampl�f�er.
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2 P�eces A 20-ampere fuse �s a safety dev�ce
that prevents overcurrent �n electr�cal
c�rcu�ts.

GND or "-" �s a symbol represent�ng zero
voltage or ground reference �n electr�cal
c�rcu�ts.

The remote w�re �s typ�cally blue �n color and
allows the ampl�f�er to rece�ve a remote turn-on
or off s�gnal. It may also be labeled as "REM" or
"REMOTE." Th�s w�re �s used when �nstall�ng a
car stereo system or mount�ng an ampl�f�er.

+12V represents a pos�t�ve 12 volt voltage �n
an electr�cal c�rcu�t. Th�s voltage level �s used
for many electron�c dev�ces and
appl�cat�ons.

+ 12 V

GND / -40 A
Sigorta

REM

+ 12 VGND / -

20 A
Sigorta

20 A
SigortaREM
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The potent�ometer �n an ampl�f�er �s a control knob
used to adjust the sound level. It allows l�steners to
set the sound levels as they des�re, thereby enabl�ng
the aud�o system to be opt�m�zed for d�fferent
env�ronments and user preferences.

RCA �s an abbrev�at�on for "Rad�o Corporat�on of
Amer�ca" and represents a commonly used aud�o and
v�deo connect�on standard. RCA connectors, typ�cally
found �n red (r�ght aud�o channel), wh�te (left aud�o
channel), and yellow (v�deo) colors, are connect�on
po�nts used to transm�t aud�o and v�deo s�gnals
between telev�s�ons, aud�o systems, and other dev�ces.
These connectors are preferred for �nter-dev�ce
connect�ons due to the�r s�mpl�c�ty and w�despread
usage. RCA connect�ons, espec�ally used for
transm�tt�ng stereo aud�o s�gnals, are often employed
to separate "left" and "r�ght" aud�o channels.

An ampl�f�er ampl�f�es the aud�o source, and the
speaker reproduces the ampl�f�ed sound. The
connect�on �s made w�th an aud�o cable, from the
aud�o source to the ampl�f�er, and then from the
ampl�f�er to the speaker.

SPEAKER

POTENCY RCA İNPUT

RIGHT CHANNEL SPEAKERLEFT CHANNEL SPEAKER

LEFT CHANNEL
POTENCY

RIGHT CHANNEL
POTENCY

LEFT CHANNEL
RCA İNPUT

RIGHT CHANNEL
RCA İNPUT

Minimum empedans 2 Ohm

2020

2-Channel Act�ve/Coax�al 
System Appl�cat�on
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2-Channel Pass�ve System
 Appl�cat�on

2020

Minimum empedans 2 OhmLEFT PASSİVE CHANNEL SETUP RIGHT PASSİVE CHANNEL SETUP

LEFT CHANNEL
POTENCY

RIGHT CHANNEL
POTENCY

LEFT CHANNEL
RCA İNPUT

RIGHT CHANNEL
RCA İNPUT

The dev�ce has a m�n�mum allowable speaker �mpedance
of 2 Ohms when connected and a max�mum of 8 Ohms. It
�s �mportant to check the �mpedance compat�b�l�ty before
us�ng speakers or ampl�f�ers �n a system.
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PROCESS 01

PROCESS 02

PROCESS 03

PROCESS 04

PROCESS 06

PROCESS 05

Connect the black cable to the negat�ve (–)
chass�s ground term�nal on the ampl�f�er. Th�s
step �s necessary for ground�ng the electr�cal
c�rcu�t.

Connect the RCA cable to the ampl�f�er. The RCA
cable typ�cally carr�es the aud�o s�gnal from the
aud�o source (e.g., a rad�o or head un�t) to the
ampl�f�er. There �s usually a connect�on po�nt
labeled as "RCA Input."

Connect the remote cable to the ampl�f�er. The
remote cable �s used to turn the ampl�f�er on or
off. There �s usually a connect�on po�nt labeled as
"Remote Input."

Connect the red (+12V) cable to the pos�t�ve (+) 12-
volt power term�nal on the ampl�f�er. Th�s �s used to
connect the ampl�f�er to the power source

Connect the speakers to the ampl�f�er outputs. S�nce
the speakers w�ll be dr�ven by the ampl�f�er, �t's
essent�al to make the speaker connect�ons correctly.
Each speaker has pos�t�ve (+) and negat�ve (–)
term�nals that need to be matched correctly.

Always ensure that you d�sconnect the power
source to the dev�ces when mak�ng these
connect�ons, and refer to the user manuals of the
dev�ces for mak�ng the connect�ons correctly.
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Class AB (B�as A)

8 - 54.000 Hz

We�ght

Input Sens�t�v�ty

Ampl�f�er Technology

D�mens�ons (W x L x H)

Output Power 12,8V

Output Power 14,4V 

Operat�ng Voltage

THD

frequency response

TECHNİCİAL SPECİFİCATİONS

1750 gr

6-0.3V

135 x 210 x 45 mm

@ 4 Ohm:2 x 78 Watt

@ 4 Ohm:2 x 90 Watt

@ 2 Ohm:2 x 116 Watt

@ 2 Ohm:2 x 132 Watt

10-16 V

%0.01

NUMERİCAL VALUES

CLASS AB AMPLIFIERCLASS AB AMPLIFIER
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ÜRETİCİ/İTHALATCI FİRMA

ÜRÜNÜN

SATICI FİRMANIN

Ünvan                             : İOTEK TEKNOLOJİ SAN.TİC.LTD.ŞTİ

C�ns�                               : Ampl�f�katör

Ünvan                             : 

Markası                          : Beeses

Adres                              : 

Model�                            : Petek

Telefon                           : 

E Posta                           : 

Bandrol Ve Ser� No        : 

Tesl�m Tar�h� Ve Yer�     : 

Garant� Süres�                : 2 Yıl

Azam� Tam�r Süres�        : 20 Gün

Telefon                           : 

Eposta                            :�nfo@�otek.com.tr

ALTECH  ELEKTRONİK- İOTEK TEKNOLOJİ SAN. TİC. LTD. ŞTİ.
 www.altechelektron�k.com.tr  -  www.�otek.com.tr

audio technologies

Adres                              : Havaalanı mah. Gülser Sok. No:7/1 27 Esenler İstanbul



1-Garant� süres�, ürünün tesl�m tar�h�nden �t�baren başlar ve 2 yıldır.  

2-Ürüne �l�şk�n tanıtma ve kullanma kılavuzunda göster�ld�ğ� şek�lde kullanılması ve İOTEK TEKNOLOJİ yetk�l� serv�s� dışındak� şahıslar tarafından bakım, onarım      

veya başka b�r  

nedenle müdahale ed�lmem�ş olması şartıyla, ürünün bütün parçaları dah�l olmak üzere tamamını; malzeme, �şç�l�k ve üret�m hatalarına karşı ürünün tesl�m  

tar�h�nden �t�baren yukarıda bel�rt�len süre kadar Ş�rket�m�z garant�s� altındadır.  

3- Ürünün ayıplı olduğunun anlaşılması durumunda tüket�c�, 6502 sayılı Tüket�c�n�n Korunması Hakkında kanunun 11’�nc� maddes�nde yer alan;  

a) Sözleşmeden dönme,  

b) Satış bedel�nden �nd�r�m �steme,  

c) Ücrets�z onarılmasını �steme,  

d) Satılanın ayıpsız b�r m�sl� �le değ�şt�r�lmes�n� �steme, haklarından b�r�n� kullanab�l�r.  

4-Tüket�c�n�n bu haklardan ücrets�z onarım hakkını seçmes� durumunda satıcı; �şç�l�k masrafı, değ�şt�r�len parça bedel� veya başka herhang� b�r ad altında h�çb�r  

ücret talep etmeks�z�n ürünün onarımını yapmak veya yaptırmakla yükümlüdür. Tüket�c�, ücrets�z onarım hakkını üret�c� veya �thalatçıya karşı da kullanab�l�r.  

Satıcı, üret�c� ve �thalatçı, tüket�c�n�n bu hakkını kullanmasından mütesels�lsen sorumludur.  

5-Tüket�c�n�n, ücrets�z onarım hakkını kullanması hal�nde ürünün;  

a) Garant� süres� �ç�nde tekrar arızalanması,  

b) Tam�r� �ç�n gereken azam� süren�n aşılması,  

c) Tam�r�n�n mümkün olmadığının, yetk�l� serv�s �stasyonu, satıcı, üret�c� veya �thalatçı tarafından b�r raporla bel�rlenmes�, durumlarında;  

Tüket�c� ürünün bedel �ades�n�, ayıp oranında bedel �nd�r�m�n� veya �mkân varsa ürünün ayıpsız m�sl� �le değ�şt�r�lmes�n� satıcıdan talep edeb�l�r. Satıcı, tüket�c�n�n  

taleb�n� reddedemez. Bu taleb�n yer�ne get�r�lmemes� durumunda satıcı, üret�c� ve �thalatçı mütesels�lsen sorumludur.  

6-Ürünün garant� süres� �çer�s�nde arızalanması durumunda, tam�rde geçen süre garant� süres�ne eklen�r. Ürünün tam�r süres� en fazla 20 �ş günüdür. Bu süre,  

ürüne �l�şk�n arızanın serv�s �stasyonuna, serv�s �stasyonunun olmaması durumunda, ürünün satıcısı, bay�, acentes�, tems�lc�l�ğ�, �thalatçısı veya �malatçısı- 

üret�c�s�nden b�r�s�ne b�ld�r�m tar�h�nden �t�baren başlar. Tüket�c�n�n arıza b�ld�r�m�n�; telefon, faks, e-posta, �adel� taahhütlü mektup veya benzer� b�r yolla yapması  

mümkündür. Ancak, uyuşmazlık hal�nde �spat yükümlülüğü tüket�c�ye a�tt�r. Ürünün arızasının 10 �ş günü �çer�s�nde g�der�lememes� hal�nde, �malatçı- 

üret�c� veya �thalatçı ürünün tam�r� tamamlanıncaya kadar, benzer özell�klere sah�p başka b�r ürünü tüket�c�n�n kullanımına tahs�s edecekt�r.  

7-Garant� kapsamında değ�şt�r�len ürünün garant� süres�, satın alınan ürünün kalan garant� süres� �le sınırlıdır.  

8-Tüket�c�, garant�den doğan haklarının kullanılması �le �lg�l� olarak çıkab�lecek uyuşmazlıklarda yerleş�m yer�n�n bulunduğu veya tüket�c� �şlem�n�n yapıldığı  

yerdek� Tüket�c� Hakem Heyet�ne veya Tüket�c� Mahkemes�ne başvurab�l�r.  

9-Garant� Belges� �le �lg�l� olarak çıkab�lecek sorunlar �ç�n T.C. T�caret Bakanlığı Tüket�c�n�n Korunması ve P�yasa Gözet�m� Genel Müdürlüğü’ ne başvurab�l�r. 

10-Ürünün kullanma kılavuzunda yer alan hususlara aykırı kullanılmasından kaynaklanan hasar ve arızalar garant� kapsamı dışındadır.  

GARANTİ KAPSAMI DIŞINDA KALAN DURUMLAR  

1-Taşıma sırasında ürünlerde meydana geleb�lecek hasarlar.  

2-Ürünler�n, �nşaat faal�yetler�n�n devam ett�ğ� ortamlarda uzun süre kalmasından dolayı kaynaklanan yüzey ve fonks�yon bozulmaları.  

3-Yetk�s�z k�ş�lerce yapılan hatalı montaj, bakım, onarım ve demontaj neden�yle üründe oluşan arıza ve hatalar.  

4-Ürünler�n montaj ve kullanma kılavuzu, tekn�k kataloglarda yer alan hususlara aykırı kullanılmasından kaynaklanan arızalar.  

5-Or�j�nal yedek parça dışında kullanılan parçalar neden� �le ürün özell�ğ�n�n bozulması.  

6-P�ll� ürünlerde p�l�n arıza dışı normal olarak tüket�lmes�.  

7-Elektr�kl� ürünlerde ürünün 220V 50Hz şebeke ger�l�m� dışında çalıştırılması.  

8-P�ll� ürünler�n or�j�nal p�l dışındak� herhang� b�r p�l �le çalıştırılması.  

9-Ürünün hatalı veya sert kullanılması ya da kullanıcı hatası sonucu oluşacak arızalar.  

10-Ürünün tes�sattan gelen taş part�küller�, çamur, çapak, kum vb. etk�lerle veya k�reçlenme neden�yle oluşan arızalar.  

11-İkl�m şartları, atmosfer�k olaylar sonucu oluşan (örneğ�n den�z kenarında nem ve tuz etk�s�) veya ürünler�n dış ortamda kullanımı sonucu oluşab�lecek hasarlar. 

12- Ürünün garant� süres� �ç�nde olduğunu gösteren onaylı garant� belges�n�n veya faturasının yetk�l� serv�se göster�lmemes�. 

GARANTİ ŞARTLARI TR

 
1- The warranty per�od beg�ns from the del�very date of the product and �s 2 years. 

2- Prov�ded that the product �s used as shown �n the �ntroduct�on and user manual of the product and has not been ma�nta�ned, repa�red, or otherw�se �ntervened 

by �nd�v�duals other than IOTEK TEKNOLOJİ author�zed serv�ce, the Company's warranty covers the ent�re product, �nclud�ng all parts, aga�nst mater�al, 

workmansh�p, and 

product�on defects from the date of del�very of the product as spec�f�ed above. 

3- In case �t �s understood that the product �s defect�ve, the consumer may exerc�se one of the r�ghts l�sted �n Art�cle 11 of the Law No. 6502 on Consumer 

Protect�on, wh�ch are: 

a) W�thdrawal from the contract, b) Request a d�scount from the sales pr�ce, c) Request free repa�r, d) Request a replacement of the defect�ve product w�th a 

defect-free one. 

4- If the consumer chooses the r�ght to free repa�r, the seller �s obl�ged to repa�r the product w�thout charg�ng any fees under any name, �nclud�ng labor costs, the 

cost of replaced parts, or any other. The consumer can also use the r�ght to free repa�r aga�nst the manufacturer or �mporter. The seller, manufacturer, and 

�mporter are jo�ntly respons�ble for the consumer's exerc�se of th�s r�ght. 

5- In case the consumer uses the r�ght to free repa�r of the product, �f: 

a) The product breaks down aga�n w�th�n the warranty per�od, b) The max�mum per�od requ�red for repa�r �s exceeded, c) It �s determ�ned w�th a report by the 

author�zed serv�ce stat�on, seller, manufacturer, or �mporter that �t �s �mposs�ble to repa�r, the consumer can request a refund of the product's pr�ce, a d�scount �n 

proport�on to the defect, or replacement of the product w�th a defect-free one �f poss�ble. The seller cannot reject the consumer's request. In case of non-fulf�llment 

of th�s request, the seller, manufacturer, and �mporter are jo�ntly and severally l�able. 

6- In case the product malfunct�ons dur�ng the warranty per�od, the t�me spent on the repa�r �s added to the warranty per�od. The max�mum repa�r per�od for the 

product �s 20 bus�ness days. Th�s per�od starts from the not�f�cat�on date to the serv�ce stat�on for the defect of the product. The consumer can make the defect 

not�f�cat�on by phone, fax, e-ma�l, reg�stered letter w�th return rece�pt, or s�m�lar means. However, the burden of proof �n case of a d�spute belongs to the consumer. 

If the product's defect cannot be corrected w�th�n 10 bus�ness days, the manufacturer or �mporter w�ll allocate another product w�th s�m�lar spec�f�cat�ons for the 

consumer's use unt�l the repa�r of the product �s completed. 

7- The warranty per�od of the product replaced w�th�n the scope of the warranty �s l�m�ted to the rema�n�ng warranty per�od of the purchased product. 

8- The consumer can apply to the Consumer Arb�trat�on Comm�ttee or Consumer Court �n the settlement of d�sputes that may ar�se regard�ng the exerc�se of r�ghts 

ar�s�ng from the warranty. 

9- The T.C. M�n�stry of Trade, General D�rectorate of Consumer Protect�on, and Market Surve�llance can be appl�ed to for problems related to the Warranty 

Cert�f�cate. 

10- Damages and malfunct�ons caused by �mproper use of the product as spec�f�ed �n the user manual are not covered by the warranty. 

EXCEPTIONS TO WARRANTY COVERAGE 

1- Damages that may occur �n products dur�ng transportat�on. 

2- Surface and funct�onal deter�orat�on caused by stay�ng �n env�ronments where construct�on act�v�t�es cont�nue for a long t�me. 

3- Malfunct�ons and errors �n the product caused by �ncorrect �nstallat�on, ma�ntenance, repa�r, and d�sassembly by unauthor�zed persons. 

4- Malfunct�ons caused by us�ng products contrary to the �nstruct�ons �n the assembly and user manual or techn�cal catalogs. 

5- Deter�orat�on of product character�st�cs due to the use of parts other than or�g�nal spare parts. 

6- Normal consumpt�on of the battery �n battery-operated products. 

7- Operat�ng the product outs�de of 220V 50Hz gr�d voltage �n electr�c products. 

8- Operat�ng battery-operated products w�th any battery other than the or�g�nal battery. 

9- Malfunct�ons caused by the faulty or harsh use of the product or user errors. 

10- Malfunct�ons caused by stone part�cles, mud, scale, etc., from the �nstallat�on, or scale result�ng from cl�mat�c cond�t�ons, atmospher�c events (e.g., hum�d�ty and 

salt effect on the seashore), or damage that may occur due to the outdoor use of the products. 

11- Fa�lure to show the approved warranty cert�f�cate or �nvo�ce �nd�cat�ng that the product �s w�th�n the warranty per�od to the author�zed serv�ce. 
 

WARRANTY TERMS EN
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